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M110-114 Series – Alpha Foils 
 

Product Description  

Alpha Foils M110 Series is specifically  formulated for stamping most thermoplastics, (with 

the exception of polyethylene and poly propylene).  M114 Series features a super-sharp 

release for fine detailed applications. 

 

Alpha Foils are suited for credit card tipping, cosmetic containers, pencils, and novelty 

items.  This series produces sharp, clean imprint without excess transfer or flake.  The foil 

can be used on reciprocating or peripheral stamping equipment with engraved metal or 

silicone rubber dies. 

Substrates  

 ABS 

 Acrylic 

 Butyrate 

 Lacquered pencils 

 PET/PETG 

 Rigid PVC 

 Styrene 

Physical Pro prieties  

 Carrier:  48 gauge (12 micron) polyester, 75 gauge (18 microns) 

 Application area:   Fine to medium coverage 

Recommended Sta mping Conditions  

Condition Perip heral/Ro ll-On  Press Recip rocatin g Press 

Temperature Range  285° - 375°F / 145° - 190°C 230° - 300°F / 110° - 150°C 

Type of Die  Metal or Silicone Rubber  Metal or Silicone Rubber  
Traversing Speed  10-30 feet/minute /  

3 - 10 m/min  
  

Dwell    .2 - 1.0 seconds 
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M110-114 Series – Alpha Foils 
 
 
Standard L Se ries Foils  
 
M110-01 Bright Silver M110-39 Matte Gold 
M110-07 Revlon Gold M111-18 Flaxen Gold (60 gauge carrier) 
M110-10 Imperial Gold M112-01 Bright Silver (75 gauge carrier) 
M110-12 Sunrise Gold M112-18 Flaken Gold (75 gauge carrier) 
M110-13 T raditional Gold M114-01 Bright Silver (fine detail) 
M110-16 Lemon Gold M114-10 Imperial Gold (fine detail) 
M110-19 Brazen Gold M114-19 Brazen Gold (fine detail) 
M110-21 Autumn Gold   
 
Products listed above have a high gloss finish.  Many more colors are available in this L Series (minimum 
order required). 
 
Features Advantages Benefits 

Abrasion and Mar Resistance  Resistance to scratching and 
rubbing that could dull the 
finish.   

Brilliant colors that sells the 
customer’s package.  

Heat Resistance  Finish stays mirror bright, 
eliminates iridescence.   

Longer product life and customer 
satisfaction. 

Outstanding Workability  Applies easily to most 
thermoplastics and coated 
substrates.  Clean, sharp, flake 
free decoration that passes the 
most rigorous tape tests.   

Improves productivity.  No need 
for post-production clean up.  

Chemical Resistance Resists attack by cosmetic 
products, such as alcohol, 
perfume, shampoo, hand lotion, 
etc. 

Product durability which leads to 
customer satisfaction. 

Overstamps  Previously decorated parts can 
be redecorated with the same 
foil.  Lap lines are minimized. 

Reduces scrap while maintaining 
aesthetically pleasing 
appearance. 

 

NOTE:  Instructions given herein are approximate and adjustment may be required in adapting materials for use in any 
specific application.  The data presented is a result of careful and extensive research.  However, since the actual 
conditions under which the materials may be used are beyond our control, no warranty of any kind, expressed or 
implied, concerning the use of the products is made.  Date:  06/30/04.        
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